AE-1000 USB-Serial Driver Installation Instructions

Installing the USB-Serial driver is a 2 part process. You will first need to run the
“AE1000_Setup.msi” program to copy the driver files to your computer.

®  When you run the installation program the first screen you will see is the welcome screen.
Click Next.

i% AE-1000 USB-Serial Driver

Welcome to the AE-1000 USB-Serial Driver Setup § il
Wizard

The inztaller will inztall the AE-1000 USB-Serial Driver on your compLter.

WwARMIMG: This computer program iz protected by copyright law and international treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
or criminal penalties, and will be prosecuted ta the masimnum extent poszible under the law.

Cancel
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e Next you will see the Confirm Installation screen. Click Next to continue with the
installation.

i% AE-1000 USB-Serial Driver

Confirm Installation

The installer is ready to install AE-1000 JSB-Serial Driver on vour computer.

Click "Mest" to ztart the installation.
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e When the installation is finished you will see the Installation Complete screen. Click Close
to close the installation program.

i% AE-1000 USB-Serial Driver

Installation Complete

AE-1000 USB-Serial Driver has been successfully installed.

Click "Cloze" to exit.

Finizhed inztalling the AE-1000 USB-Serial Driver.
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* Now make sure the AE-1000 controller has power and is turned on.

® Plug a USB cable into your computer and the other end into the USB port of the controller.
Your computer will recognize that a USB device has been attached and will show the “Found
New Hardware Wizard” window. Select “No, not this time” and click Next to continue.

Found New Hardware Wizard

YWelcome to the Found New
Hardware Wizard

findovs will zearch for current and updated software by
looking on pour computer, on the hardware installation CD, or an
the Windowes Update Web site [with pour permizzion).

Bead our privacy policy

Can Wwindows cornect ta Windows pdate to search for
software?

3 Yes, this time anly

() 'es, now and every time | connect a device

@®

Click. Mext to continue.

MHewt » ][ Cancel
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e Make sure the “Install the software automatically (Recommended)” is selected and click
Next to continue.

Found New Hardware Wizard

Thiz wizard helps you install zoftveare for:

LISE Serial Port

\') IF your hardware came with an installation CD
“Z or floppy disk. insert it now.

w'hat do pou want the wizard to do?

(®nstall the software automatically [Fecommended}
() Install fram a list or specific location [Advanced]

Click Mest to continue,

< Back “ MHeut » ][ Cancel

Figure 5



e A Hardware Installation screen that reads that this software “has not passed Windows Logo
testing” will be displayed. Click “Continue Anyway.”

Hardware Installation

L] E The =aoftware you are installing for thiz hardware:
.
IJSE Senial Port

haz not pazzed Windows Logao kesting ta werify its compatibility
with "Windows =P, [Tell me why this testing iz imparkant. |

Continuing your installation of this zoftware may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for zoftware that has
passed Windows Logo testing.

Lguntinue.ﬁ.nyway | [ STOF Installation
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® Ags the files are installed with the Found New Hardware Wizard you will see the following

screen.
Found New Hardware Wizard

Please wait while the wizard installs the software... o

3 1USB Serial Part

a7 c B
Setting a spztem reztore point and backing up old filez in
caze yolr system needs to be restored in the future.
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Once the Found New Hardware Wizard completes click Finish to close.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished ingtalling the zoftware for:

rg USE Serial Port

Click. Finizh to close the wizard.
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